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HHP  PTW®  Anchor

Certifications:High Holding Power (HHP) anchors allow a weight reduction of 25% compared 
to an ordinary anchor.
•	 Fully balanced or unbalanced.
•	 10% shortened shank possible.
•	 Type approved by the most important classification societies.

Available in the following finishes:

Specific painting
Hot-dip galvanized
Super yacht execution:
 Mirror-polished Duplex Stainless Steel
Electro-polished and super passivated

Additional Features: 
Now our PTW® anchor is available with a base plate, allowing the possibility 
of flush-fitting anchor pocket for total comfort during navigation and clean hull 
look. The base plate can be made from different materials than the anchor 
itself, such as hot-dip galvanized anchor with mirror-polished Duplex stainless 
steel base plate.
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HHP  PTW®  Fully  Balanced  Anchor

Custom:
We can customize your 
anchor as you like.

Note 1: Complete table includes weights  from 12 kg up to 26550 Kg
Note 2: Intermediate weights are also available upon request.
Note 3: Table measurements may vary by model. Contact us for details. Posidonia is not liable for discrepancies.

Fully Balanced

Weight kg A mm B mm C mm D mm E mm F mm G mm H mm I mm L mm
24 428 401 388 257 152 654 58 16 148 84

48 539 506 489 324 191 818 68 20 186 106

90 665 624 603 399 236 1018 92 25 230 130

105 700 657 635 420 248 1065 92 25 242 137

120 732 686 663 439 260 1109 92 25 253 143

136 763 716 692 458 271 1151 92 25 264 150

145 779 731 707 468 277 1173 92 25 270 153

160 805 756 730 484 286 1223 104 28 279 158

180 838 786 760 503 297 1267 104 28 290 164

200 868 814 787 521 308 1308 104 28 300 170

225 902 847 818 542 320 1370 116 32 312 177

240 922 865 836 553 327 1397 116 32 319 181

280 970 911 880 583 345 1463 116 32 336 190

315 1009 947 915 606 358 1515 116 32 349 198

360 1055 990 957 634 375 1594 128 36 365 207

400 1093 1025 991 656 388 1645 128 36 378 214

495 1173 1101 1064 705 417 1770 140 40 406 230

585 1241 1164 1125 745 440 1861 140 40 429 243

675 1301 1221 1180 781 462 1957 152 42 450 255

720 1330 1247 1206 798 472 1996 152 42 460 261

855 1408 1321 1277 845 500 2138 180 50 487 276

1195 1574 1477 1427 945 559 2363 180 50 545 309

1710 1774 1664 1609 1065 630 2660 200 56 614 348

2295 1957 1836 1774 1175 695 2935 220 63 677 384

2840 2101 1971 1905 1261 746 3157 240 70 727 412

3440 2239 2101 2031 1344 795 3379 265 80 775 439

3950 2345 2200 2126 1408 832 3522 265 80 811 460

4950 2528 2372 2293 1518 897 3810 295 90 875 496

5515 2621 2459 2377 1574 930 3936 295 90 907 514

6225 2729 2560 2475 1638 969 4128 330 100 944 535

7875 2951 2769 2676 1772 1048 4429 330 100 1021 578

8235 2996 2811 2716 1799 1063 4489 330 100 1036 587

9675 3161 2966 2866 1898 1122 4753 360 110 1093 620
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HHP  PTW®  Unbalanced  Anchor

Custom:
We can customize your 
anchor as you like.

Note 1: Complete table includes weights  from 12 kg up to 26550 Kg
Note 2: Intermediate weights are also available upon request.
Note 3: Table measurements may vary by model. Contact us for details. Posidonia is not liable for discrepancies.

Unbalanced

Weight kg A mm B mm C mm D mm E mm F mm G mm H mm I mm L mm
24 471 391 391 278 96 641 58 16 122 74

48 593 493 493 350 121 802 68 20 153 93

90 731 607 607 431 149 997 92 25 189 114

105 770 640 640 454 157 1044 92 25 199 121

120 805 669 669 475 164 1086 92 25 208 126

136 839 697 697 495 171 1127 92 25 217 131

145 857 712 712 505 175 1149 92 25 221 134

160 886 736 736 522 181 1199 104 28 229 139

180 921 765 765 543 188 1241 104 28 238 144

200 954 792 792 563 195 1281 104 28 247 149

225 993 825 825 586 203 1344 116 32 257 155

240 1014 842 842 598 207 1369 116 32 262 159

280 1068 887 887 630 218 1434 116 32 276 167

315 1110 922 922 654 227 1485 116 32 287 174

360 1161 964 964 685 237 1562 128 36 300 182

400 1203 999 999 709 246 1613 128 36 311 188

495 1291 1072 1072 761 264 1735 140 40 334 202

585 1365 1134 1134 805 279 1824 140 40 353 214

675 1432 1189 1189 844 292 1918 152 42 370 224

720 1463 1215 1215 863 299 1956 152 42 378 229

855 1549 1287 1287 913 316 2095 180 50 400 242

1195 1732 1439 1439 1021 354 2316 180 50 448 271

1710 1952 1621 1621 1151 398 2606 200 56 504 305

2295 2153 1788 1788 1269 439 2875 220 63 556 337

2840 2311 1920 1920 1363 472 3093 240 70 597 362

3440 2464 2047 2047 1453 503 3312 265 80 637 386

3950 2580 2143 2143 1521 527 3452 265 80 667 404

4950 2781 2310 2310 1640 568 3734 295 90 719 407

5515 2883 2395 2395 1700 588 3856 295 90 745 451

6225 3002 2493 2493 1770 613 4045 330 100 776 470

7875 3247 2697 2697 1915 663 4340 330 100 839 508

8235 3296 2738 2738 1943 673 4399 330 100 852 516

9675 3478 2889 2889 2051 710 4658 360 110 899 544
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