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Double Bollards

Nominal
size B L H C E Mooring Towing Weight

mm mm h min h max c min mm SWL (tons) KGs

125 140 455 250 422 165 80 18 36 26

160 168 568 300 486 195 90 21 42 37

200 219 719 400 682 250 100 34 68 75

250 273 903 500 886 315 125 43 86 124

315 324 1124 600 972 375 150 67 134 230

350 356 1296 650 1058 405 160 73 146 280

400 406 1406 700 1136 425 175 83 166 356

500 508 1758 850 1370 525 200 142 284 723

630 610 2180 1000 1558 615 225 172 344 1085

710 711 2461 1100 1776 675 250 228 456 1535

FIGURE B (CABLE LOAD = SWL)

CABLE WOUND IN "FIGURE OF 8" AND
POSITIONED UNDER THE SEPARATOR

FIGURE C (CABLE LOAD = 2 SWL)

CABLE END EYE POSITIONED ON ONE
BOLLARD ONLY

FIGURE A (CABLE LOAD = 1/2 SWL)

TWO CABLES IN "FIGURE OF
8" POSITIONED OVER UNDER THE
SEPARATOR
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Il presente disegno è di proprietà della Posidonia Srl Genova,
e non può essere riprodotto o trasmesso a terzi senza autorizzazione scritta della
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 DOUBLE BOLLARDS
391/07

SHEET :  1 of 1

A.P. 25/11/2014

TOLLERANZA DIMENSIONALE    1.5% +/-
TOLERANCE DIMENSIONS    1.5% +/-

NOTE:

CREATION DATE :

REV

1
A.P.

25-11-2014

FIGURE D
CABLE END EYE POSITIONED ON ONE
BOLLARD ONLY: AS REQUESTED BY
THE P.C.A.

SWL 43/86 T

25/11/20141

DOUBLE BOLLARDS
DES 250
MAIN DIMENSIONS

L

H

B

FULL PENETRATION WELDING

C

Double bollards as per IMO MSC/Circ.1175 24 May 2005
and in compliance with notice to shipping N° N-1-2014 (Rev.1) issued by Panama Canal Authority

45
°

WELD ALONG ALL AROUND

FWD

MATERIAL : S355J2 OR EQUIVALENT

FRONT VIEW SIDE VIEW

TOP VIEW

DES. D B L H/UP TO
FIG. A FIG. B

250 273 903 500 43 86

SWL ( Tons )

886

C Weight

154315

E

FIGURE B (CABLE LOAD = SWL)

CABLE WOUND IN "FIGURE OF 8" AND
POSITIONED UNDER THE SEPARATOR

FIGURE C (CABLE LOAD = 2 SWL)

CABLE END EYE POSITIONED ON ONE
BOLLARD ONLY

FIGURE A (CABLE LOAD = 1/2 SWL)

TWO CABLES IN "FIGURE OF
8" POSITIONED OVER UNDER THE
SEPARATOR

A

B

C

D

A

B

C

D

E

2 3 4 5 6 7 81

2 3 4 5 6 7 81

DRAWN 

ENG APPR (PRG)

NAME DATE

TITLE

DWG N°

WEIGHT:

Il presente disegno è di proprietà della Posidonia Srl Genova,
e non può essere riprodotto o trasmesso a terzi senza autorizzazione scritta della
posidonia Srl da chiedere a posidonia@posidonia.com
posidonia Srl Genova,is the owner of this drawing and it must not be reproduced
or givento a third party without authorization from posidonia Srl,to be asked for at
posidonia@posidonia.com

�����������������������������
����������������������������������

�
���� � ��

���
���

������ �����
�

�

�

 DOUBLE BOLLARDS
391/07

SHEET :  1 of 1

A.P. 25/11/2014

TOLLERANZA DIMENSIONALE    1.5% +/-
TOLERANCE DIMENSIONS    1.5% +/-

NOTE:

CREATION DATE :

REV

1
A.P.

25-11-2014

FIGURE D
CABLE END EYE POSITIONED ON ONE
BOLLARD ONLY: AS REQUESTED BY
THE P.C.A.

SWL 43/86 T

25/11/20141

DOUBLE BOLLARDS
DES 250
MAIN DIMENSIONS

L

H

B

FULL PENETRATION WELDING

C

Double bollards as per IMO MSC/Circ.1175 24 May 2005
and in compliance with notice to shipping N° N-1-2014 (Rev.1) issued by Panama Canal Authority

45
°

WELD ALONG ALL AROUND

FWD

MATERIAL : S355J2 OR EQUIVALENT

FRONT VIEW SIDE VIEW

TOP VIEW

DES. D B L H/UP TO
FIG. A FIG. B

250 273 903 500 43 86

SWL ( Tons )

886

C Weight

154315

E

MOORING (CABLE LOAD = SWL)
Cable wond in “figure of 8” and
positioned under the separator
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TOWING (CABLE LOAD = 2 SWL)
Cable end eye positioned

on one bollard only

Certifications:

Custom:
We can design, create 
and certify a CUSTOM 
Double Bollard for you!



Head Office and warehouse: Via Trattato di Maastricht 10 – CAP 15067 - Novi Ligure - AL - Italy
Phone +39 0143 76669 - Email: posidonia@posidonia.com - Website: www.posidonia.com

Size 350 (pipe diameter)

Height of the pipes:
Posidonia: up to 1058mm

ISO 13795: 685mm
+54% compared to ISO

Weight:
Posidonia: 275Kg
ISO 13795: 431Kg

-36% compared to ISO

Towing SWL:
Posidonia 146T
ISO 13795:85T

+71% compared to ISO

Mooring SWL:
Posidonia 73T
ISO 13795:45T

+62% compared to ISO

RINA APPROVED 

The Posidonia double bollards 
with the highest SWL in the world


